





























PRE-RIDE INSPECTION

Pre-ride Inspection

Tips for driving

Warning:

You should practice driving in a safe and spacious area if you ride this type of motorcycle for the
first time.

Riding with one hand is extremely dangerous; you should hold the two handle bars tightly with
your both hands. In no circumstances can you release the handle bars.

Do not accelerate when turning. You must reduce the speed to safety range. If the ground is wet

or slippy, you must reduce the speed.

At the exit of a tunnel or valley or when meeting large vehicles, you must be careful and reduce
the speed.

Obey the transportation rules and limit your speed.

Inspection Item Inspection Objective

Steering 1) Smooth 2) No operation restriction 3) No clearance or loose

Brake 1) Free travel of pedal and lever 2) No "spongy" state 3) Brake reliably

Tire 1) Correct pressure 2) Suitable figure depth 3)no cutting

Fuel There is enough gasoline to ride planned distance

Lights Operate all fights: headlight, taillight, position light, stop light, instrument
indicator lights and turn signal lights to cheek their functions

Indicator lights High beam and turn signal indicator lights are normal

Horn button Normal performance

Engine oil Enough

Throttle 1)Correct free travel of throttle grip 2) The throttle grip has smooth
operation and reliable reversion to the closed position

Instruments All the functions are normal

Exhaust muffler 1) Exhaust normally 2) The noise is normal 3) No loose

Clutch 1) Adjust the clearance of clutch cable 2) Operation smooth

Engine start

1.Check the fuel, engine oil and battery before start. Make sure the fuel cock is open and the gear

is on neutral position.

2.Let the motorcycle be supported by the main stand and rear wheel is off the ground.

3.Turn the ignition switch key to "ON".

4.To start the engine, you must let the gear be on neutral position and hold tight the clutch lever.
Turn the choke lever to the most left, kick the starting rod or press down the electrical start.
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MAIN POINTS OF RIDING

button. After the engine is started, turn the choke lever to middle immediately and let the engine
warm up enough. Then return the choke lever to its idle position. When the engine runs stably,
the engine has been fully warmed up.

When the engine is hot
Turn the throttle 1/8 -1/4 turn, and kick down the starting rod or press down starting button qu-
ickly. When the engine is hot, there is no need to use the choke.

Caution:

Warning:
You cannot rtm the engine excessively when you are not riding, or it will overheat and would
cause damage to engine parts.

After the engine is started, you should release the button immediately, lest it should cause
damage to the engine.

To prevent low battery, after pressing down the button for 5 seconds, but the engine isn't
started, you should stop for 10 seconds before starting again.

[f you can not start the engine after 2-3 times, please turn the throttle 1/8-1/4 turn and start
again.

Motorcycle not in use for long time or fuel with poor evaporation capacity can cause starting
difficult. In this case you should start the engine repetitively but not turn the throttle.

Start Out

Hold tight the clutch lever and wait for a moment, then step down the gearshift pedal to 1" gear.
Turn the throttle handle toward yourself and at the same time, gradually release the lever. After
the clutch is engaged, the motorcycle will start out.

To change to another higher gear, accelerate slowly and then loosen the throttle handle. After
shifting to another higher gear and releasing the clutch lever, turn the throttle handle again.

Warning:
Before running, the side stand should be returned to the upper.

Use Transmission

Transmission mechanism can assure the engine running smoothly. The transmission ratio is
designed in accord with the engine performance. The driver should choose the best transmission
ratio under general conditions.
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MAIN POINTS OF RIDING

\S]
[\

Driving on slope
When driving on steep slope, the motorcycle would decelerate and may be of low drive. At this

time the gear should be shifted to a lower one, then the engine can run in its normal power range.

You should shift gear quickly lest that it should lose momentum.

-—--—-When driving down slope, shift the engine to low gear to facilitate braking.

------- --Pay attention not to run the engine excessively.

Use Brake and Parking

Turn the throttle handle towards yourself to close the throttle.

Use the fore and rear brake evenly at the same time.

Use gear shift to decelerate.

Before the motorcycle stops, hold tight the clutch lever and shift the gear to neutral. See the neu-
tral light to check if it's neutral.

Warning:

It is very dangerous to use only the fore or rear brake, may leading to skid or losing control.
You should be very careful to use brake on wet roads and turns in roads. Sudden brake on
slippery or bumpy roads is extremely dangerous.

Caution:
[nexperienced driver uses only the rear brake. This will aggravate rear brake wear and lengthen

braking distance.

-------- The motorcycle should be parked on planar and firm ground.

-------- If the motorcycle need to be parked by the side stand on a slope, it should be shifted to
the 1" gear to prevent slippage. And before starting the engine, shift the gear to neutral.
-------- Turn the ignition switch to "OFF" to turn off the engine.

-------- Pull out the ignition key.

-------- Turn the fuel cock switch to "CLOSE".

-------- Lock the steering to ensure security.

Warning:
The higher the speed, the longer the braking distance is. Please ensure safety distance between
your motorcycle and other motorcycles or objects.
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INSPECTION AND MAINTENANCE
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Inspection and Maintenance

The periodic table of maintenance & Repair

Please inspect and maintain your motorcycle periodically to ensure safe ride, good performance,
Long service time and reduced pollution.

[: inspection, cleaning if necessary, lubrication, replacement, and adjustment
A: Adjustment  C:Cleaning  R:Replacement  L: Lubricate

Note:

1. " * " Should be serviced by an authorized watco dealer, unless the owner has special tools
and service material and is mechanically qualified.

2. Clean more frequently when riding in dusty and moisture areas or in bad condition road.

Item

Frequency

Odometer reading (km)

300

12000

Fuel lines

1000 40100

Fuel cleaner

Throttle operatin

Air cleaner

Spark plug

Choke space

Engine oil lever
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Engine oil

Clean every 1000-2000k

m, Replace if necessary.

Engine oil filter screen

C

C
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Carburetor idle speed

1
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Chain

I
Clean and lubracate every 1 000km.

Battery

I

I

Brake shoe wear

Brake system

Brake light switch

Headlight aim

Suspension

Nuts, bolts, fasteners

Wheels/Sookes
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Steering head bearing
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INSPECTION AND MAINTENANCE

Battery

Open the right cover of the frame and you can check the electrolyte level. The level should be
kept between the upper and lower mark. If the level is below the lower mark, you can only add
distilled water to the upper mark and mustn't use tap water.

Caution:

Once the battery has been put into use, you can not add thin vitriol.

Do not distort, block or change the vent hose. Make sure the vent hose is  attached to the
battery and the other end is open.

Make sure the red wire is connected to the positive pole (+) and black wire is connected to the
negative pole (-). Reversed connection would damage the battery.

For the initial 1,000km and afterwards every 3,000km, check the electrolyte density for the
battery condition.

Air cleaner

If the element of the air cleaner is covered by dust, the inhaling resistance will increase and the
output power would decrease, thus increasing fuel consumption. So after every 2,000km offide,
you need to check and clean the element.



















